
Gruppo portato   GK   Mounted sprayer
Caratteristiche tecniche di serie

Standard technical details
Telaio zincato a caldo
Cisterna in polietilene
Cisterna lavamani (A)
Cisterna lavaimpianto (A)
Pompa a membrana
Filtro in aspirazione (B)
Distributore manuale
Barre fino a 18 mt

Hot galvanized frame
Polyethilene tank
Wash hand tank (A)
Clean Water tank (A)
Diaphragm pump
Suction filter (B)
Manual water distributor
Booms up to 18 mt

Accessori opzionali
Optional accessories

Distributore elettrico (1)
Computer (2)
Filtri in linea (3)
Tubo aspirazione esterna
Tracciafile (4)
Premiscelatore (5)
Sollevatore manuale
Sollevatore idraulico
Ruote pivotanti (6)

Electric water control (1)
Spray computer (2)
Pressure line filters (3)
Outer suction hose
Foam marker (4)
Mixer and filler (5)
Manual lifter
Hydraulic lifter
Turning wheels truck (6)
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GK 600 lt barra 12 mt 
GK 600 lt boom 12 mt

GK 800 lt barra Krono 12 mt 
GK 800 lt Krono boom 12 mt

400-600-800-1000-1200 ltCapacità disponibili
Available capacities
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GK 1000 lt Delta 18 mt
GK 1000 lt Delta 18 mt



Caratteristiche tecniche - Technical details

Caratteristica
Detail 400 lt 600 lt 800 lt 1000 lt 1200 lt

Peso a vuoto senza barra
Empty weight without boom 190 kg 200 kg 290 kg 300 kg 320 kg

Peso a vuoto con barra
Empty weight with boom 270 kg 440 kg 530 kg 540 kg 570 kg

Capacità reale
Real capacity 460 lt 720 lt 860 lt 1065 lt 1280 lt

Capacità lavamani
Wash hand tank capacity 14 lt 14 lt 14 lt 14 lt 14 lt

Capacità lavaimpianto
Clean water tank capacity 67 lt 67 lt 100 lt 100 lt 120 lt

Capacità premiscelatore
Mixer capacity 25 lt 25 lt 25 lt 25 lt 25 lt

Potenza trattore consigliata
Suggested tractor power 40 HP 50 HP 60 HP 60 HP 70 HP

Portata pompa acqua
Water pump flow rate 135 lt/min 135 lt/min 160 lt/min 160 lt/min 160 lt/min

Massima pressione acqua
Maximum water pressure 20 bar 20 bar 20 bar 20 bar 20 bar

Filtraggio in aspirazione
Suction filtration rate 50 mesh 50 mesh 50 mesh 50 mesh 50 mesh

Filtraggio in mandata
Feeding filtration rate 100 mesh 100 mesh 100 mesh 100 mesh 100 mesh

Categoria sollevamento
Lifting category 1 1 2 2 2

Dimensione “A”
Dimension “A” 2,40 mt 2,40 mt 2,40 mt 2,40 mt 2,40 mt

Dimensione “B”
Dimension “B” 3,00 mt 3,00 mt 3,00 mt 3,00 mt 3,00 mt

Dimensione “C”
Dimension “C” 1,30 mt 1,30 mt 1,34 mt 1,34 mt 1,34 mt

Dimensione “D”
Dimension “D” 0,5 mt 0,5 mt 0,5 mt 0,5 mt 0,5 mt
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Esempio con barra Krono 15 mt
Example with Krono boom 15 mt


